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Zusammenfassung

Die KBL (KabelBaumListe) ist heute unverzichtbarer Teil des elektronischen Datenaustausches in der
Automobilindustrie und wird mittelfristig durch den Nachfolger VEC (Vehicle Electric Container) abgeldst. Bei
der Nutzung der KBL haben sich Dialekte herausgebildet. Im Mai 2016 wurde auf Initiative der OEMs eine
Untergruppe des ECAD-IF zur Konsolidierung der Dateiformate gebildet. Aufgabe dieser Untergruppe war
es, die unterschiedlichen Dialekte herauszuarbeiten, zu klassifizieren und Handlungsfelder zu identifizieren.
Die Erarbeitung von LoOsungen, wie die Dialekte beseitigt werden konnen, war nicht Auftrag der
Projektgruppe. Uber die Ableitung entsprechender MaRnahmen (Update der Spezifikation, Bereitstellung von
Tutorials oder Empfehlung von Work-arounds) wird die ProSTEP iViP / VDA Projektgruppe PDM4VES
entscheiden. Losungswege werden bereits in diesem Dokument aufgezeigt.

Dieses Dokument bildet den Abschlussbericht der Unterarbeitsgruppe. Die Ergebnisse werden von der
ProSTEP iViP / VDA Projektgruppe PDM4VES aufgegriffen.

Disclaimer

This document is a ProSTEP iViP Documentation (PSI Documentation). Those are freely available for all
ProSTEP iViP e.V. members. Anyone using these recommendations is responsible for ensuring that they are
used correctly.

This PSI Documentation gives due consideration to the prevailing state-of-the-art at the time of publication.
Anyone using PSI Documentations must assume responsibility for his or her actions and acts at their own
risk. The ProSTEP iViP Association and the parties involved in drawing up the PSI Documentation assume
no liability whatsoever.

We request that anyone encountering an error or the possibility of an incorrect interpretation when using the
PSI Documentations contact the ProSTEP iViP Association (psi-issues@prostep.orgpsi-issues@prostep.orq)
immediately so that any errors can be rectified.

Copyright

I. All rights on this PSI Documentation, in particular the copyright rights of use and sale such as the
right to duplicate, distribute or publish the Documentation remain exclusively with the ProSTEP iViP
Association and its members.

Il. The PSI Documentation may be duplicated and distributed unchanged, for instance for use in the
context of creating software or services.

lll. Itis not permitted to change or edit this PSI Documentation.

V. A suitable notice indicating the copyright owner and the restrictions on use must always appear.

© ProSTEP iViP Association — All rights reserved
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